“E" (2" MIN.)

FRAME

MD TYPE 'A’
GROUT FRAME FLANGE TO TOP OF PIPE

EXISTING FINISHED
GRADE

EARTH BACKFILL

. "

REMOVABLE CAST IRON MANHOLE
LID WITH '2" DIA. LIFTING
HOLES AND LETTERED ‘E’

\ 30" RCCP

COVER & FRAME MODIFIED TO PIPE.

PRE-CAST 30"
REINFORCED
CEMENT CONCRETE PIPE
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6" UNDERDRAIN TO NEAREST
OUTLET (WHERE DIRECTED
BY ENGINEER).

OPENINGS SHALL BE CORE DRILLED INTO THE
PIPE TO SUIT CABLE OR CONDUIT ROUTING.
OPENING SHALL BE SEALED WITH MASTIC

CABLE DUCT SHEATHING. OR CONDUIT.
MAY EXTEND I[NTO THE MANHOLE A
MAXIMUM OF 4“.

GROUND ROD

ALL GROUND CABLES SHALL BE ATTACHED TO
GROUND ROD BY EXOTHERMIC WELD

COVER FRAME SHALL BE CONNECTED TO
GROUND ROD BY 5' OF CABLE FROM
GROUNDING LUG TO GROUND ROD
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